
Dual powered operation allows you to quickly switch between 
drill or hand power to break through clogs fast.

• Cleans drain lines from up  ½” to 1½” (20 mm to 50 mm) in diameter.

• Cable is positively retained in the drum to prevent cable pullout.

• Kink-resistant MAXCORE® cable is designed for drill powered operation up to 500 RPMs.

• AUTOFEED® Trigger Technology allows cable to self-feed down the drain.

• Pull the trigger and turn the drum for a clean drain without the mess.

POWER SPIN+™ Drain Cleaner
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Ridge Tool Europe N.V.
IZ Schurhovenveld 4820 
3800 Sint-Truiden, Belgium

Tel.: +32 (0)11 598 620
ridgid.eu@emerson.com
RIDGID.com 

RIDGID® reserves the right to change design and specification of our products 
without notification or alteration of literature. For the complete selection of the 
Ridge Tool product line, please refer to the RIDGID® Tool Catalog or RIDGID.com.
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DISTRIBUTOR

TUBS SINKS SHOWERS

ORDER INFORMATION
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 NO. DESCRIPTION CABLE WEIGHT
Kg

57043 POWER SPIN+ 25’ x ¼” (7,6 m x 6,3 mm) MAXCORE®   2.0

*Drill not included.

WITH AUTOFEED® TRIGGER TECHNOLOGY

25' (7,6 m) of MAXCORE®  
¼" (6,3 mm) kink-
resistant cable for greater 
strength and durability

Manual operation  
for smaller clogs

Polyethylene drum  
does not rust or dent

Ergonomic AUTOFEED® 

trigger to feed and 
retrieve cable

Can be used with a 
drill attachment for 
more power

For more details visit RIDGID.com/warranty

CLEAN DRAIN, CLEAN HANDS

FULL LIFETIME 
WARRANTY
Against Material Defects

& Workmanship


